
Server VxRail P670F/N & V670F-EMEA (required server integration): 

Module Name Option ID Option Name 

Base G021SIG VxRail P670N, NVMe 

Storage Deployment Module G6G3RY9 vSAN Node 

Operating System GD4NOI3 VxRail Software 7.0.360 Factory Install 

VxRail configuration G5TNB4K No Transformational License Agreement 

 

Chassis Configuration 
 

G6BAY8D 
2.5" Chassis with up to 24 NMVe Switched 

Drives, 2 CPU 

GPU ENABLEMENT GWZQD4S No GPU Enablement 

Bezel G0D3A6W VxRail 2U Bezel V2 

 

 
Processor 

 

 
G61X2LS 

Intel® Xeon® Platinum 8358 2.6G, 

32C/64T, 11.2GT/s, 48M Cache, Turbo, 

HT (250W) DDR4-3200 

 

 
Additional Processor 

 

 
G629DFY 

Intel® Xeon® Platinum 8358 2.6G, 

32C/64T, 11.2GT/s, 48M Cache, Turbo, 

HT (250W) DDR4-3200 

Memory DIMM Type and Speed GR3CFNV 3200MT/s RDIMMs 

 
Memory Capacity 

 
GQC5KJW 

64GB RDIMM, 3200MT/s, Dual Rank, 

16Gb 

Hard Drives GI1R734 No Hard Drive 

 

 

Hard Drives (PCIe SSD/Flex Bay) 

 

 

G13C26D 

400GB, Enterprise, NVMe, Write 

Intensive, U2, G4, Intel Optane P5800X 

with carrier 

 

Hard Drives (PCIe SSD/Flex Bay) 
 

GEAT0B3 
1.92TB, Enterprise, NVMe, Read 

Intensive, U2, G4, P5500 with carrier 

 

 

PCI Riser 

 

 

G2Z0U3G 

VxRail P670N, Riser Config 2, 

1A+2A+3B+4A, 2x16FH,2x8FH, 2x16LP, 

Full Length 

 

OCP 3.0 Network Adapters 
 

G63VWGR 
Broadcom 57414 Dual Port 10/25GbE SFP28, 

OCP NIC 3.0 

 
Additional Network Cards 

 
G164FY2 

Broadcom 57414 Dual Port 10/25GbE SFP28 

Adapter, PCIe Low Profile 

Trusted Platform Module GMHJL5Y No Trusted Platform Module 

 

Rack Rails 
 

G25UX0L 
ReadyRails Sliding Rails With Cable 

Management Arm 

 

 

Power Supply 

 

 

GQE5JAW 

Dual, Hot-Plug, Power Supply FTR, 

1100W MM (100-220Vac) Titanium, 

Redundant (1+1), by Delta 

Power Cords 518051 Rack Power Cord 2M (C13/C14 10A) 

Server Accessories GVYJO5Z Fan Foam, HDD 2U 

 

VxRail HCI System Software Processor 
GA1MBN E  

VxRail HCI System Software, A 

 
VxRail HCI System Software Capacity Drive 

 
G2G5SBE 

VxRail HCI System Software Capacity 

Drive 1.92TB NVMe 

 
VxRail HCI System Software Memory 

 
G8XGBOV 

VxRail HCI System Software Memory, 

64GB 

 
Regulatory 

 
G2L0H9K 

PowerEdge R750 CE,CCC and BIS 

Marking on 2.5" Chassis 

SAS/SATA/NVMe Backplane GL6C9WE NVMe Backplane 

SHIPPING GJ46ZF8 PV670/S670 Shipping, EMEA1 

Shipping Material GT4H39R PowerEdge R750 Shipping Material 



Brand GFSLHE8 VxRail P670N Branding 

Front Storage GBEZWO8 Chassis with up to 24x2.5" Drives 

 

 

Motherboard 

 

 

G8UTGZ2 

PowerEdge R750 Motherboard, Barlow Pass 

Enabled, with Broadcom 5720 Dual 

Port 1Gb On-Board LOM 

 
Processor Thermal Configuration 

 
G9I3YQV 

Heatsink for 2 CPU with GPU 

configuration 

Memory Configuration Type GH9QBEI Performance Optimized 

RAID GO9R6N8 C44, No RAID for NVME chassis ,VxRail 

  P670N 

RAID/Internal Storage Controllers GLTBAZ3 No Controller 

 
Boot optimized storage cards 

 
GPTM70F 

BOSS-S2 controller card + with 2 M.2 

480GB (RAID 1) 

Embedded Systems Management G4NWS93 iDRAC9, Enterprise 15G 

Group Manager GTVA94K iDRAC Group Manager, Disabled 

Password GDOHU23 iDRAC,Legacy Password 

Systems Management Upgrades GAP926M DHCP, Zero Touch Configuration 

Fan G8Z3VLX Very High Performance Fan x6 

Quick Sync GCLNJM4 No Quick Sync 

 
Advanced System Configurations 

 
G02CQJF 

UEFI BIOS Boot Mode with GPT 

Partition, No Energy Star 

Luggage Tag GXH23A5 P670N Luggage Tag 

 
System Documentation 

 
GVRYSM7 

No Systems Documentation, No OpenManage 

DVD Kit 

Rear Storage GD2LG5K 4x2.5 Rear Storage 

Does this config require VCF software 

licenses? 

 
GSN7LDI 

 
No VCF 

VMware vSAN G5BNJDO VxRail Vmware, VSAN Advanced 

 

Dell Services: Hardware Support 
 

GBHJ017 
Parts Only Warranty 36 Months, 36 

Month(s) 

 
Dell Services:Extended Service 

 
GQWK91T 

Prosupport Plus and 4Hr Mission Critical 

Onsite Service VSAN, 36 Month(s) 

Keep Your Hard Drive or Keep Your 

Component for En 

 

G0GABDV 
Keep Your Component For Enterprise, 36 

Month(s) 

 


